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YOUR OBJECTIVE: LOW SLOPE UNDERLAYMENT:  One layer of WinterGuard™

To learn the correct procedure for installing Waterproofing Shingle Underlayment or its equivalent*, or two layers

Laminated shingles all of 36" (915 mm) wide felt shingle underlayment lapped 19" (485 mm)

must be applied over the entire roof.

ENGLISH DIMENSIONS

All of these shingles are in the “better” or “best” category of roofing THE ROOF DECK* MUST BE AT LEAST: 3⁄8" (9.5 mm) thick

products when offering a choice of “good,” “better” and “best” products. plywood, or 7⁄16" (11 mm) thick non-veneer, or nominal 1" (25 mm)

All CertainTeed laminated shingles are built on a fiber glass base to thick wood deck, not more than 6" (150 mm) wide.

provide a Class A fire resistance rating. All of these products have

tear resistance that exceeds ASTM D3462 requirements, except COLD WEATHER CLIMATES (ALL SLOPES):  WinterGuard or its

Firehalt and Dimensional 25. Wind warranties are graduated according equivalent* must be used wherever there is a possibility of ice build-up.

to the product’s warranty duration: A 25-year laminated shingle

provides a 60 mph wind warranty, a 30-year duration provides 70 FLASHING: Corrosion-resistant flashing must be used to help prevent

mph and a 40-year duration is warranted up to 80 mph. leaks where a roof meets a wall, another roof, a chimney or other

NOTE: The wind warranty for 30-year laminated shingles increases objects that penetrate a roof.

from 70 mph to 80 mph when fastened with six nails instead of four. SEALING: Shingle sealing may be delayed if shingles are applied

Use the Steep Slope fastening instructions (roofing cement is not in cool weather and may be further delayed by airborne dust

required.) accumulation. If any shingles have not sealed after a reasonable

Deck and valley preparation, ventilation, underlayment, and icedam time period, hand sealing may be necessary.

protection are all routine. See the appropriate chapters.

Fastening instructions are stringent and must be followed with care. CAUTION:  To prevent cracking, shingles must be sufficiently warm

to allow proper forming for hips, ridges and valleys.

WARRANTY: These shingles are warranted against manufacturing

defects and covered by SureStart™ protection. See the warranty itself

for specific details and limitations.

NOTE: Some roofers choose to apply shingles at 4" exposure

(vs. standard 5") at slopes less than 4/12 in order to increase the

wind-driven rain resistance. In some cases, this can be an acceptable

practice, but there are risks for which CertainTeed will not take

responsibility. A shortened exposure can harm the appearance of the

applied roofing, especially those with shadow lines, and it can reduce

shingle ability to resist wind blow-offs by shifting the adhesive seal line

away from the bottom edge of the shingles.

Clear Points International Co.,Ltd.

LINE ID : 0819122823

Office 02-693-9551-3

Fax :  02-693-9554

http://www.clear-points.com

e-mail : clear-points@gmail.com


